Datesheet LDHEB-4400 LDHEB-6100
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Module Damo

¥ -
Dimenzions (Hx W x D} {mm /=) 393 *540* 161mm 155%21.25% 634" 393" 540 * 198mm 155" 21.25" 7.807
Weight (Kgs) . 45 . &0
Degres OF Protection P20 P20
Opasrsking Tampsmburs 0 te 459C / O 4113 0t 45°C /£ 0 tol13°F
Sterage Temperature . -20 1 45°C / -6B 10 113°F . -20 e AS*C / -68 10 113°F
Cycle Life (80% Dol & 26°C) >5000 > 5000
Crparating Life [Years) . 10 . 10
Cammunication Port R5232 / R5485 / CAN R5232 / R5485 / CAN
Operating Altitude [m) . < 3000 . < 3000
Humidity Cenditions (%) 5% w0 95% 5% w 95%
‘Warranty [ Years) 510 Years 50 Years
Installation Type Ground Mounted / Wall-Hanging Ground Mounted / Wall-Hanging
Meminal Starage Capacity [Wh) 4400 . 6100
Valtage (V) . 51.2 . 51.2
Operating Veoltage Range (V) . 44.8-58.4 . 44.8-58.4
Continueus Charging Current [A) . B0 . 80
Continuous Discharging Current (&) . a0 . a0
Depth OF Discharge (%) . BO . 80
Baitery Coll Material ' Lithium [LiFePO4) Lithium [LiFePOM)
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